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	Your local One-Call number is:
	     

	Applicant:
	     

	Address
	     

	City, State, Zip
	     

	Phone
	     
	Fax
	     
	Email
	     

	Name of Applicant Representative
	     

	

	Crossing Location

	
	State
	     
	GPS  LAT
	     
	Section
	     

	
	County
	     
	GPS  LON
	     
	XY Coord.
	     

	
	Township
	     
	Mile Post
	     
	Range
	     

	

	Crossing Description

	     A channel has been identified using 3” PVC markers with pink flagging. The Channel has a width of approximately 88 feet. Due to the draft of the dredge, which is 8 feet of water, we request a water level above our pipeline to be at a minimum of 11 feet. Based on survey data collected; the tide would have to be at least at a +1.5’. A chevron representative will have to be onsite to witness the crossing.

	

	Applicant hereby acknowledges that it has reviewed the requirements set forth on the reverse and agrees to the following said requirements 

	accordingly, specifically item(s):
	     

	

	1. It is understood that Applicant will construct the Line Crossing at no expense to Chevron Pipeline Company (CPL), or its affiliates.

	2. Applicant is cautioned that the area around the pipeline may be impacted by petroleum hydrocarbons, which may affect excavation and disposal techniques, increase costs, require appropriate construction materials, and cause crossing delay.

	3. This Acknowledgement does not change or modify any provision of CPL's right-of-way contracts or easements.

	4. Concerning One-Calls, CHEVRON PIPE LINE COMPANY is a sole operator separate from CHEVRON USA.

	5. Applicant agrees to supply plans and drawings to CPL, if requested.

	6. So that CPL may schedule its personnel - and not delay your work - please notify CPL 48 hours (excluding weekends and holidays) before work commences on or near its right-of-way.

	7. Your local CPL representative is:
	Joshua Helms  985-722-8077

	8. If the above CPL representative is not available, please contact:
	Clark Dufrene 504-415-0585

	9. After signing this form, fax or email back to:
	Jhelms@chevron.com

	

	Special Provisions:       Any other equipment that may draft at least 7 feet of water or more must be presented to a Chevron representative to review prior to crossing the pipeline.

	

	I acknowledge that I have received and reviewed with a CPL representative the specifications and requirements detailed in this document.

	

	Applicant
	Chevron Pipe Line Company Representative

	

	By
	     
	
	By
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1. BURIED LINE CROSSINGS
A. GENERAL REQUIREMENTS
1. An Authorized CPL representative must be on-site at CPL’s discretion during excavation and clean-up work performed on the right-of-way.
2. All buried lines crossing the right-of-way must cross such that the angle measured between the proposed buried line and the right-of-way is not less than 45 degrees.
3. All buried lines should cross under the pipeline(s). If infeasible because of underground structures, heavy rock, or extreme depth of CPL’s pipeline(s), approval must be granted by the Field Team Leader or designee.
4. All buried lines crossing the pipeline must maintain a recommended separation of 24 inches but not less than 12 inches between the two lines, with the same grade depth carried across the entire right-of-way.
5. Backfill at crossing must be selected material (without rocks).  Bedding material must be compacted to 95% of standard proctor density by hand methods (vibratory plate or hand whacker) between the CPL’s and the Applicant’s pipeline.  Bedding material above the pipelines must be compacted to 90% of standard proctor density when not under a road where a compaction to 95% of standard proctor density is needed.
6. Backfilling must meet requirements of DOT 49 CFR 195.252.
7. Existing lines not in compliance with these requirements must be brought into compliance when any work or repair is done on the line.
8. Signs must be placed at each edge of the right-of-way to mark the underground line and its angle of crossing.  These signs are to be furnished and installed by the Applicant.
9. Any exceptions will be considered on an individual basis by the Field Team Leader or designee.
10. A vinyl direct buried warning tape must be placed 12 to 18 inches above the buried line and extended across the entire with of the right-of-way.  The warning tape may be provided by CPL should the encroaching party not have access to such tape.
B. COMMUNICATION LINES (PHONE, TV, OTHER DATA LINES)
1. Must be installed in accordance with guidelines of the National Electrical Safety Codes.
2. Must be encased in a rigid nonmetallic conduit cross the full width of the right-of-way
3. Additional requirements for fiber optic installation - To prevent severing of the fiber optic lines during pipeline maintenance or construction, a burial depth of no less than 24 inches below CPL’s pipelines or the placing of a 4-inch slab of concrete above and below the fiber optic across the entire with of the right-of-way is required.  Discretion is given to Company field personnel for any additional requirements or variances.
C. POWER LINES
1. Must be installed in accordance with guidelines of the National Electrical Safety Code (public utility power and light companies) or the National Electrical Code (private power and light companies).
2. Must be encased in rigid nonmetallic conduit, and where voltage exceeds 600 volts must have 6 inches of red concrete over the top of the conduit for the full width of the right-of-way.
3. Must have minimum ground cover as follows: 24 inches for 0 to 600 volts; 30 inches for 601 to 22,000 volts; 36 inches for 22,001 to 40,000 volts and 42 inches for 40,000 volts and above.
4. If the power cable has a concentric neutral, a test point from the ground wire must be installed by the power company.
D. SEWER AND WATER LINES
1. Non-metallic pipes should be used.
2. Consult with engineering and Field Cathodic Protection (CP) Specialist when reinforced concrete storm drainpipe will be installed 
3. Sewer line crossings are limited to tight lines only. Distribution lines for drain fields, perforated, or non-gasketed lines are not permitted within the right-of-way.
E. SUBSURFACE (PLASTIC) DRAIN TILE
These lines must have the express purpose of removing subsurface water and may not be used to infuse any type of water or product into the soil.
F.  METALLIC PIPE CROSSINGS
1. A CPL Field CP Specialist must evaluate all metallic pipe crossings.  The evaluation must include installation drawings review, field inspection, and interference testing. After evaluation the Field CP Specialist communicates coating and metallic bonding requirements to Applicant.
2. All metallic pipe crossings must have two (2) corrosion feet leads installed on CPL’s pipeline and two on the crossing pipe at the point of intersection.
3. CPL personnel must install the leads on CPL’s pipeline, and if requested, will also install the leads on the crossing pipe.
4. Metallic pipe crossings must have an electrical insulation coating for the full width of the right-of-way and extend at least 200 feet on either side of CPL’s pipeline.
5. The pipeline coating and method of application is subject to CPL’s approval.
2. ABOVE GROUND LINE CROSSINGS
1. Must meet the requirements of DOT 49 CFR 195.254.
2. For high voltage power transmission lines, every effort shall be made to cross the company pipeline at or as close to 90 degrees as possible.
3. Must maintain a minimum of 30 feet of clearance across the right-of-way.
4. Must have no poles or appurtenances located on the right-of-way if the width of the right-of-way is less than 90 feet.  Wider right-of-ways may have poles located clear of the pipelines as determined by CPL.
5. Above ground crossings must not be above or closer than 25 feet horizontally to any gas escape vent (e.g., relief valve vent, station blowdown vent).
3. UNDERWATER LINE CROSSINGS
1. All underwater lines must cross the right-or-way such that the angle measured between the proposed buried line and the right-of-way is not less than 45 degrees.
2. All lines should cross over CPL’s existing pipelines if practical, as it is the customary practice in the Gulf of Mexico.
3. Applicant must locate and mark the existing CPL pipeline using current industry practices prior to commencing pipeline construction in the vicinity of CPL’s pipeline. Applicant agrees to mark the location of the pipeline by buoys or by electronic location methods as approved by CPL’s representative during all construction activity in the vicinity of CPL’s pipeline.
4. Applicant must place at CPL’s disposal any diving inspectors Applicant may have retained for free and unobstructed use by CPL at this crossing.  The divers will inspect the coating of CPL’s line and evaluate the integrity of the line.
5. Applicant must place sacks filled with sand and cement or install articulated concrete mats to provide and maintain a minimum separation of 18 inches between the outer edges of the two (2) lines.  The elevation of CPL’s pipeline must not be adjusted.
6. Applicant must be responsible for any coating repair, pipe replacement, or product loss caused by any action by Applicant, its agents or employees during the construction, operation, or maintenance of the proposed pipeline.
7. Applicant’s pipeline must comply with the minimum cover requirements as set out in DOT 49 CFR 195.248 for the transportation of hazardous liquids by pipeline and DOT 49 CFR 192.327 for the transportation of natural and other gas by pipeline.
8. Applicant must abide by all requirements set forth by the relevant pipeline crossing agreement.
4. EQUIPMENT
Normal loads acceptable to the State Highway Department may cross the pipeline where a minimum of 5.5 feet of cover is provided. Heavy equipment such as construction logging, etc., must cross pipeline only at approved crossing locations where the cover has been checked and determined adequate to meet bearing load requirements.
5. EXCAVATION
1. All excavation work within 2 feet of the pipeline must be approached with due caution regarding the safety and integrity of CPL’s pipelines and related facilities.  The soil surrounding the pipeline must be loosened with hand tools before it is removed by mechanical equipment as specified by the damage prevention laws of the State.   Any heavy equipment used for excavation must be positioned so that not damage occurs to the pipeline.
2. Bend areas and other changes direction must be marked to clearly delineate the CPL’s pipe location.  Set markers on straight pipeline sections at appropriate intervals not to exceed 100 feet (closer in areas of heavy congestion)
3. Facility marking should extend a reasonable distance beyond the bounds of the requested area.
4. Company pipelines in the close proximity must be individually marked and identified.
5. For CPL originated excavations please refer to CPL Excavation Procedure HES-202
6. Any plowing or ripping of soil on the right-of-way, including agriculture, at depths greater than 1 foot will be handled on an individual basis.
6. PIPELINE COVER
Any change in the amount of existing material (soil) on and over the right-of-way must be approved in advance.
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